1984 to 1991 Corvette ECM Codes 


The following codes are aquired from grounding the ALDL connector located under the dash, near the driver's right knee. Consult your service manual for proper ALDL grounding procedure. When the ALDL is grounded with ignition on and engine off, the SES (Service Engine Soon) light will flash. Each code is flashed three times then proceeds to next code. Example: CODE 12 (flash, pause, flash, flash) 3 times; CODE 25 (flash, flash, pause, flash, flash, flash, flash, flash) 3 times. This diagnostic mode will start and finish with a CODE 12. The following are code descriptions for 1984 to 1991 Corvettes: 
· CODE 12 = Start or End of Diagnostic Mode 
· CODE 13 = Oxygen Sensor 
· CODE 14 = Coolant Sensor 
· CODE 15 = Coolant Sensor 
· CODE 21 = Throttle Position Sensor 
· CODE 22 = Throttle Position Sensor 
· CODE 23 = Manifold Air Temperature Sensor 
· CODE 24 = Vehicle Speed Sensor 
· CODE 25 = Manifold Air Temperature Sensor 
· CODE 32 = EGR System 
· CODE 33 (84 models) = MAP Sensor 
· CODE 33 (85 + models) = MAF Sensor 
· CODE 34 (84 models) = MAP Sensor 
· CODE 34 (85 + models) = MAF Sensor 
· CODE 35 = Idle Air Control 
· CODE 41 = Cylinder Select Error 
· CODE 42 = Electronic Spark Timing 
· CODE 43 = Electronic Spark Control 
· CODE 44 = Lean Exhaust 
· CODE 45 = Rich Exhaust 
· CODE 51 = PROM 
· CODE 52 = CALPAK PROM 
· CODE 53 = System Over-Voltage 
· CODE 54 = Fuel Pump Circuit 
· CODE 55 = ECM 
· CODE 62 = Engine Oil Temperature 
